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Impact Dehullers

JHC

[~ &

JHI

. I JHI 05.1 | JHI 05.2
Designed for hulling oilseeds, LITE PRO
cereals and legumes

Easy adjustment of hulling Capacity th 03-1 06-15 06-3
intensity Length mm 735 860 860
High efficiency Dimensions ~ Width mm 570 895 895

Low energy consumption

' ' 1260 (227 102 102
Dust-free operation Height (with stand) ~ mm 60 (2270) 020 020

Weight (without stand) kg 100 250 250

Technical alterations reserved.



Functional diagram of Impact Dehullers

]
]
]
' ]
' ]
: :
s ]
Ny :
W ;
Vs . oy % H
NN '
S o o \ . & ’_ o> :
e = : U | N O...Q
N N o v{j: -7 \.------" : ~~.......
P L4 -
<, . P ' > “ N LA \‘ ; I/
! | e P ' | | ) ]
1! & s, s SN | < > |
) I =S, T, 1 !
l L T P N A W |
! ! | ey | /| | f \ I
! \ ! ! 0 \I ll
W 0 Do goo |\ |‘
2, [ 1 | 1
/ | |
I I
\ I I
| I
I |
| I
\ | |
I I
I |
2 v v
/
JHC JHI
@@= |nlet product Aspiration e=a Inlet product —— Moving parts of the machine
——- Peels Light impurities —— Peels
Kernels ——> Moving parts of the machine Kernels
Dehulled crops: JHC 03 JHI 05.1 LITE JHI 05.2 PRO
oat v v v
spelt v v v
sunflower kernel X x v
sunflower for oil X X v
hemp X v v
soybeans X v v
milk thistle X v v
rape X v v
special crops x X v
Dehulling elements:
plastic v v
stone X v
metal X X v
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